**** Build of configuration Debug for project awr2944_mmw_demo_mssTDM ****
"C:\\ti\\ccs1110\\ccs\\utils\\bin\\gmake" -k -j 8 all -O 
DEL /F mss_strip.xer5f
DEL /F mss.rprc
DEL /F awr2944_mmw_demoTDM.appimage
Building file: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mss.syscfg"
Invoking: SysConfig
"C:/ti/sysconfig_1.10.0/sysconfig_cli.bat" -s "C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/.metadata/product.json" --script "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mss.syscfg" --context "r5fss0-0" -o "syscfg" --part Default --package ETS --compiler ticlang
Running script...
Validating...
Generating Code (mss.syscfg)...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_dpl_config.c...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_dpl_config.h...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_drivers_config.c...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_drivers_config.h...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_drivers_open_close.c...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_drivers_open_close.h...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_pinmux_config.c...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_power_clock_config.c...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_board_config.c...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_board_config.h...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_board_open_close.c...
Writing C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\syscfg\ti_board_open_close.h...
找不到 C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\mss_strip.xer5f
找不到 C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\mss.rprc
找不到 C:\ti\mcu_plus_sdk_awr294x_08_01_01_06\examples\AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1\awr2944_mmw_demo_mssTDM\Debug\awr2944_mmw_demoTDM.appimage
Finished building: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mss.syscfg"
Building file: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_flash.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"mmwdemo_flash.d_raw" -MT"mmwdemo_flash.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"mmwdemo_flash.o" "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_flash.c"
subdir_rules.mk:30: recipe for target 'mmwdemo_flash.o' failed
C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_flash.c:98:37: error: use of undeclared identifier 'gFlashHandle'
    gMmwDemoFlash.QSPIFlashHandle = gFlashHandle[0];
                                    ^
C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_flash.c:128:5: warning: implicit declaration of function 'Board_flashClose' is invalid in C99 [-Wimplicit-function-declaration]
    Board_flashClose();
    ^
1 warning and 1 error generated.
gmake[1]: *** [mmwdemo_flash.o] Error 1
Building file: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_monitor.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"mmwdemo_monitor.d_raw" -MT"mmwdemo_monitor.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"mmwdemo_monitor.o" "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_monitor.c"
Finished building: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_monitor.c"
Building file: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_adcconfig.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"mmwdemo_adcconfig.d_raw" -MT"mmwdemo_adcconfig.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"mmwdemo_adcconfig.o" "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_adcconfig.c"
Finished building: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_adcconfig.c"
Building file: "syscfg/ti_dpl_config.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"syscfg/ti_dpl_config.d_raw" -MT"syscfg/ti_dpl_config.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"syscfg/ti_dpl_config.o" "syscfg/ti_dpl_config.c"
Finished building: "syscfg/ti_dpl_config.c"
Building file: "syscfg/ti_drivers_config.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"syscfg/ti_drivers_config.d_raw" -MT"syscfg/ti_drivers_config.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"syscfg/ti_drivers_config.o" "syscfg/ti_drivers_config.c"
Finished building: "syscfg/ti_drivers_config.c"
Building file: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mmw_lvds_stream.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"mmw_lvds_stream.d_raw" -MT"mmw_lvds_stream.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"mmw_lvds_stream.o" "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mmw_lvds_stream.c"
Finished building: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mmw_lvds_stream.c"
Building file: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_rfparser.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"mmwdemo_rfparser.d_raw" -MT"mmwdemo_rfparser.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"mmwdemo_rfparser.o" "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_rfparser.c"
Finished building: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/utils/mmwdemo_rfparser.c"
Building file: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mmw_cli.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"mmw_cli.d_raw" -MT"mmw_cli.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"mmw_cli.o" "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mmw_cli.c"
Finished building: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mmw_cli.c"
Building file: "syscfg/ti_power_clock_config.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"syscfg/ti_power_clock_config.d_raw" -MT"syscfg/ti_power_clock_config.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"syscfg/ti_power_clock_config.o" "syscfg/ti_power_clock_config.c"
Finished building: "syscfg/ti_power_clock_config.c"
Building file: "syscfg/ti_drivers_open_close.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"syscfg/ti_drivers_open_close.d_raw" -MT"syscfg/ti_drivers_open_close.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"syscfg/ti_drivers_open_close.o" "syscfg/ti_drivers_open_close.c"
Finished building: "syscfg/ti_drivers_open_close.c"
Building file: "syscfg/ti_pinmux_config.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"syscfg/ti_pinmux_config.d_raw" -MT"syscfg/ti_pinmux_config.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"syscfg/ti_pinmux_config.o" "syscfg/ti_pinmux_config.c"
Finished building: "syscfg/ti_pinmux_config.c"
Building file: "syscfg/ti_board_config.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"syscfg/ti_board_config.d_raw" -MT"syscfg/ti_board_config.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"syscfg/ti_board_config.o" "syscfg/ti_board_config.c"
Finished building: "syscfg/ti_board_config.c"
Building file: "syscfg/ti_board_open_close.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"syscfg/ti_board_open_close.d_raw" -MT"syscfg/ti_board_open_close.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"syscfg/ti_board_open_close.o" "syscfg/ti_board_open_close.c"
Finished building: "syscfg/ti_board_open_close.c"
Building file: "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mss_main.c"
Invoking: Arm Compiler
"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/bin/tiarmclang.exe" -c -mcpu=cortex-r5 -mfloat-abi=hard -mfpu=vfpv3-d16 -mlittle-endian -mthumb -O3 -I"C:/ti/ccs1110/ccs/tools/compiler/ti-cgt-armllvm_1.3.0.LTS/include/c" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/FreeRTOS-Kernel/include" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/portable/TI_ARM_CLANG/ARM_CR5F" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/source/kernel/freertos/config/awr294x/r5f" -I"C:/ti/mmwave_dfp_02_04_03_01" -I"C:/ti/mmwave_mcuplus_sdk_04_02_00_02" -DSOC_AWR294X -DSUBSYS_MSS -DDRIVERS_RADAR_HWA_V2 -DAPP_RESOURCE_FILE='<'ti/demo/awr294x/mmw/mmw_resTDM.h'>' -DDebugP_LOG_ENABLED -DMMWDEMO_TDM -DSOC_AWR2944 -D_LITTLE_ENDIAN -DDOWNLOAD_FROM_CCS -D_DEBUG_=1 -gstrict-dwarf -g -Wall -Wno-gnu-variable-sized-type-not-at-end -Wno-unused-function -MMD -MP -MF"mss_main.d_raw" -MT"mss_main.o" -I"C:/ti/mcu_plus_sdk_awr294x_08_01_01_06/examples/AWR2944_mmw_TDM_demo_sdk4.2.0.2_v1.1/awr2944_mmw_demo_mssTDM/Debug/syscfg"   -o"mss_main.o" "C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mss_main.c"
subdir_rules.mk:79: recipe for target 'mss_main.o' failed
C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mss_main.c:3829:29: error: use of undeclared identifier 'gEdmaHandle'; did you mean 'gUartHandle'?
    gMmwMssMCB.edmaHandle = gEdmaHandle[CONFIG_EDMA0];
                            ^~~~~~~~~~~
                            gUartHandle
C:/ti/mmwave_mcuplus_sdk_04_02_00_02\ti/demo/awr294x/mmw/mss/mssgenerated/ti_drivers_open_close.h:59:20: note: 'gUartHandle' declared here
extern UART_Handle gUartHandle[CONFIG_UART_NUM_INSTANCES];
                   ^
C:/ti/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/awr294x/mmw/mss/mss_main.c:3829:41: error: use of undeclared identifier 'CONFIG_EDMA0'
    gMmwMssMCB.edmaHandle = gEdmaHandle[CONFIG_EDMA0];
                                        ^
2 errors generated.
gmake[1]: *** [mss_main.o] Error 1
gmake[1]: Target 'main-build' not remade because of errors.
gmake: *** [all] Error 2
makefile:162: recipe for target 'all' failed
**** Build Finished ****
