[bookmark: _GoBack]【2020 C2000分享】常见问题解答汇总
F05 flash FAQ：
https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/190043
Flash——如何将应用程序从RAM配置修改为Flash配置？：https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/190031
CLA调试与分析：
https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/192687 
CSM代码安全模块常见问题解答：https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/192688
F28x FAQ：
https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/192690
LAUNCHXL-F28069M无法识别USB串行端口的解决方法
https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/196284
C2000  Flash API 相关总结
https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/196285
Debug时提示：“C28xx: GEL Output: ADC Calibration not complete, check if device is unlocked and recalibrate”的解决方法
https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/196286
[FAQ] C2000问题集锦
https://e2echina.ti.com/question_answer/microcontrollers/c2000/f/56/t/196283


【2020 MSP430™ / MSP432™分享】常见问题解答汇总
TI MSP器件编程工具和服务：https://e2echina.ti.com/question_answer/microcontrollers/msp430/f/55/t/190030
生成和加载MSP430二进制文件：https://e2echina.ti.com/question_answer/microcontrollers/msp430/f/55/t/190026
使用CCS v5为MSP430项目创建库：
https://e2echina.ti.com/question_answer/microcontrollers/msp430/f/55/t/190023
MSP432 SimpleLink MCU：https://e2echina.ti.com/question_answer/microcontrollers/other_mcu/f/23/t/190021
MSP430 System Reset 事件处理：
https://e2echina.ti.com/question_answer/microcontrollers/msp430/f/55/t/192689
MSP430F5xx / 6xx重定位中断向量
https://e2echina.ti.com/question_answer/microcontrollers/msp430/f/55/t/196280 
如何达到数据表中规定的功耗值？
https://e2echina.ti.com/question_answer/microcontrollers/msp430/f/55/t/196282






