1，首先启动ccs，launch selected configuration
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2, 然后连接硬件
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Configure when this editor is shown | Preferences...



3,然后加载mmwave_mcuplus_sdk_04_02_00_02/ti/demo/am273x/mmw/am273x_mmw_demo_mssTDM.xer5f文件到内存中
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然后代码定位在0x0000000位置，对于的函数为 Board_deinit 显示如下
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~ ¥ mmwave.coxml [Code Composer Studio - Device Debugging]
~ i Texas Instruments XDS110 USB Debug Probe_0/Cortex R5_0 (Suspended)

@ Texas Instruments XDS110 USB Debug Probe_0/Cortex_R5_1 (Disconnected

@ Texas Instruments XDS110 USB Debug Probe_0/Cortex_M4_0 (Disconnected : Unknown)
@ Texas Instruments XDS110 USB Debug Probe_0/Cortex_M4_1 (Disconnected : Unknown)
@ Texas Instruments XDS110 USB Debug Probe_0/C66xx_DSP (Disconnected : Unknown)

[ ti_board_configc [ ti_board_config.c &% =8 =0
o © LIMLIEU 1V, PRUCUREMENT UF SUBSTLIVIE GUUDS UR SERVILES; LUSS UF USE,
27 * DATA, OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY Enterlocationhere | 9 & ty % B » o I
28 * THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT .
29 * (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE g
30 * OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. _TI_static base_(), _vectors():
31 %/ ES59FFO18 Tdr pc, Ipc,
32/% . E59FFO18 dr pc, [pc,
33 * Auto generated file - DO NOT MODIFY ESOFFO18 1dr pc. Ipc,
34 %/ . . E59FFO18 dr pc, Ipc,
35#include "ti board config.h" ESOFFO18 1dr pc. Ipc,
36 ES9FFO18 dr pc, [pc,
37/% . test_print ("Error: Setting up thi
38 * Auto generated file - DO NOT MODIFY ESOFFO18 1dr pc, [pc,
39 %/ E59FFO18 dr pc, [pc,
29 102AA7E4 eorne r1e, rie
4L . . Dpl_deinit();
42void Board_init(void) 10249526 eorne r9, rlo,
43{ 102A9DF4 ~word x102a9d
44} 10249050 eorne r9, rlo,
45 . . 102A9D80 eorne r9, rie,
46 void Board_deinit(void) : 102A9CFO ~vord x102a9¢
474 00000038:  102A9E7C eorne r9, rlo,
>ash 0008003  102A9C20 eorne r9, rlo,
49 conanasa.  ARAAnARA anden o' o
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No consoles to display at this time.




单步调试一步显示如下
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~ ¥ mmwave.coxml [Code Composer Studio - Device Debugging]
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@ Texas Instruments XDS110 USB Debug Probe_0/Cortex R5_1 (Disconnected :
@ Texas Instruments XDS110 USB Debug Probe_0/Cortex_M4_0 (Disconnected : Unknown)
@ Texas Instruments XDS110 USB Debug Probe_0/Cortex_M4_1 (Disconnected : Unknown)
@ Texas Instruments XDS110 USB Debug Probe_0/C66xx_DSP (Disconnected : Unknown)

[ ti_board_config.c [ ti_board_configc  [£]_c_intoo() at /mnt/work/ti/mmwave_mcuplus_sdk/mmwave_mcuplus_sdk 04 02.00_.. 5 = [ i Disassembly 5t 0 Memory Browser =8

No source available For *_c_into0() at /mnt/work/ti/mmwave_mcuplus_sdk/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/am273x/mmw/- Enterlocationhere | 1 &1 ) & B 2 o 9o
am273x_mmw_demo_mssTDM.xer5f:{3} 0x102aa7e4{4}"

R _c_inteo():

View Disassembly... TR e ), o]

E38000C0 orr, re, re, i

Configure when this editor is shown Preferences... E129F000 msr. cpsr_fc,

EE110F50 mrc pls, #0,

E3A0360F mov. r3, #oxf(

E1800003 orr, re, re, |

EE010F50 mer pls, #0,

E3A00101 mov. re, #ox4(

EEEB0A10 vmsr fpexc, rt

E10FO000 mrs re, apsr

E3C0001F bic re, re, i

E3800011 orr, re, re, i

E129F000 msr. cpsr_fc,

E59FDO8C ldr r13, [pc

E10FO000 mrs re, apsr

E3C0001F bic re, re, i

E3800012 orr, re, re, i

102aa828: E129F000 msr cpsr_fc,

72200~ FeaFna7a Tar 3 rar

B Console 2 GEL Files B ROV:am273x_mmw_demo_dssTDM.xe66 - C66xx_DSP - ~vy =0

No consoles to display at this time.




No source available for "_c_int00() at /mnt/work/ti/mmwave_mcuplus_sdk/mmwave_mcuplus_sdk_04_02_00_02/ti/demo/am273x/mmw/am273x_mmw_demo_mssTDM.xer5f:{3} 0x102aa7e4{4}" 

上面提示没有源文件获取，

那么我怎么把断点设定在 mms_main.c文件中的main函数，然后进行单布调试？

