Starting application inBufSize = 622080
Starting application outBufSize = 414720
appmain ts  args->numFrames = 10<dbg>__videobuf_mmap_free
00.........
appmain ts  params.maxInterFrameInterval = 0.........
appmain ts  args->ipFlag = 1.........
appmain ts  args->codecName = h264enc.........
539 program capture wait.......
Capture init!
input.name=Composite,input_name=Composite,input.index=0,
539input.name=Composite,input_name=Composite,input.index=0,
standard.name=NTSC,mode_natvp514x 1-005c: tvp5146 (Version - 0x07) found at 0xb8
 (DaVinci I2C adapter)
me=PAL,standard.index=0,
standard.name=NTSC-M,mode_name=PAL,standard.index=1,
standard.name=NTSC-M-JP,mode_name=PAL,standard.imux_mode = 1
ndex=2,
standard.name=NTSC-M-KR,mode_name=PAL,standard.index=3,
standard.name=PAL,mode_name=PAL,standard.index=4,
Found standard support in the driver
capture_buff_info[0].length = 829440
capture_buff_info[0].index = 0
capture_buff_info[0].start = 0x44667000
capture_buff_info[1].length = 829440
capture_buff_info[1].index = 1
capture_buff_info[1].start = 0x44732000
539 temp wait......
capture_buff_info[2].length = 829440
capture_buff_info[2].index = 2
capture_buff_info[2].start = 0x447fd000
 Capture initialized
 capture started
CapThread args->width = 720
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
===loadmodules.sh===
insmod: can't insert 'cmemk.ko': File exists
insmod: can't insert 'dsplinkk.ko': File exists
===loadmodules.sh  Done===
===Set the environmental values===
===Set the environmental values Done===
539 program capture wait.......
539 temp wait......
CapThread.......................
539  SJ10_capillary_infra_gstream_open$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$$
$$$$$$$$$$$$$$$$$$$$$$$$
539 program capture wait.......
539 temp wait......
CapThread.......................
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......

(gst-launch-0.10:1365): GLib-WARNING **: getpwuid_r(): failed due to unknown use
r id (0)
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
539 program capture wait.......
539 temp wait......
CapThread.......................
Setting pipeline to PAUSED ...
539 program capture wait.......
^CCaught interrupt --
/opt/SJ10-capillary # ERROR: Pipeline doesn't want to pause.
ERROR: from element /GstPipeline:pipeline0/GstRTSPSrc:rtspsrc0: Could not open r
esource for reading and writing.
Additional debug info:
gstrtspsrc.c(4702): gst_rtspsrc_open (): /GstPipeline:pipeline0/GstRTSPSrc:rtsps
rc0:
Could not connect to server. (System error: No route to host)
Setting pipeline to NULL ...
Freeing pipeline ...
===The gst is killed ,Please set<dbg>__videobuf_mmap_free
 the flag===
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