
DM8168  需要网卡工作内核才能正常启动，死在starting kernel
你们好，
   我这有一个比较奇怪的问题，希望得到大师们解释，或帮助
我的板子出现程序死在starting kernel ,经过网上的分析，别人出现的问题，解释为串口、传参、机器码等问题，我这是同一批次4块板子，前面两块板子发出去焊接能正常启动，而且能在同一串口打印信息正常。经检查这四块板子的硬件状态一致，不同的是两块板子先焊接，两块板子后焊接；
	经排查发现后面两块板子需要网卡初始化完后，有问题的板卡能正常启动。（网卡初始化完是指用网线将板卡与主机相连），而且屡试不爽。
	就这个现象从两条路去排查故障：一条软件加入调试手段，另外一条通过硬件卸掉一部分模块(网络模块)；
从理论上分析
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软件调试手段调试方法：在head.s  head-common.s 中添加点灯程序；
[image: C:\Users\Administrator\Desktop\Screenshot.png]
在第454  MCR P15，0，r0，c1，c0，0 之前点灯可以实现亮灯程序 ，然而在之后点灯程序无法执行亮灯，并且无法引导kernel； （后面注释有点问题，通过点灯是bit2、bit3）。
另外一条通过硬件卸掉一部分模块：
将需网卡启动正常的板卡称为板卡2，无需网卡启动的板卡称为板卡1；跟网络相关的电路如下：
[image: ] 
1、 将需要网卡启动的板卡2与DM8168相关的电路断开，具体断开方式如下：RSTOUTn常为高使能ET1011网络芯片；断开MDIO、MDCLK、ENET_INTn、GMIO_CRS、GMIO_COL、GMIO_RCLK、GMIO_RXDV、GMIO_RXER、GMIO_TXEN、GMIO_GMTCLK，都不影响启动kernel；
2、 需要网卡启动的板卡2，断开GMIO_TCLK影响启动kernel；
3、 将无需网卡启动的板卡1做测试直接断开GMIO_TCLK，仍不影响启动kernel；
4、 将需要网卡启动的板卡2进一步测试，断开所有上述信号后，人为添加一个时钟信号（信号源产生占空比50%，Vpp3.0的方波），调节频率从1Mhz调到150Khz试验，板卡2都能正常启动；低于150Khz不能正常启动；
5、 查看了这个GMII0_TCLK的印制版图位置周边（上下层）没有相关的影响信号都是走的网络信号；
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120 ready
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256 mis
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raise: signal # 8 caught
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* Software version V1.0
* Software Copyright : Linux@voli

* Lanuch  pate : Feb 03 2015 - 22:47:51
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Hit any key to stop autoboot: 0
raise: signal # 8 caught

raise: signal # 8 caught
reading uImage

2568984 bytes read

Load Address: 80008000
Entry Point: | 80005000
verifying Checksum ... ok
Loading Kernel Image ... ok

ok

starting kernel ...

## Booting kernel from Legacy Image at 81000000 ...

Inage Name:  Linux-2.6.37
Inage Type: ARM Linux Kernel Image (uncompressed)
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Data size: 2568920 Bytes = 2.4 MiB
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start_kernel(577): bug: interrupts were enabled early
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Linux version 2.6.37 (root@ubuntu) (gcc version 4.3.3 (Sourcery Ge+ Lite 2009q1-203) ) #25 Sun Feb § 00:46:20 PST 2
015

CPU: ARMV7 Processor [413Fc082] revision 2 (ARMV7), cr=10c53c7f
CPU: VIPT nonaliasing data cache, VIPT aliasing instruction cache
Machine: ti8168tg3

vram size = 20971520 at 0x0

reserved size = 20971520 at 0x0

FB: Reserving 20071520 bytes SORAM for VRAM

emory policy: EcC disabled, bata cache writeback

owaP Chip is TI8168 2.0

start_kernel(628): bug: interrupts were enabled early
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+head.S ®  head-common.S %  board-ti8168tg3.c %  mainc %  evmc %  startS %  boardc % lowlevel |

its %  delayh %

427 _turn_mmu_on: =
4B 7711101117111 1100 1100011011100

420 mov  r4,ro

430 mov rs,rl

431//1//111111111/GP10_CTRL

432 ldr re,=0x48032134 @roiHGPBCONE 7788, MAFE

433 OFTHERREOBES AP

434 O, BMA. B

435 mov  rl,#oxffffffeo GFLED3,

36 str - r1,[re] @EEGPBSHO, f2(3:2 10011

437 ///1//1/11/11///GPI0_clear

438 ldr  ro,=0x48032190 @rofyGPBCONS 7. HAFE

439 OFTHERREOBES AP

448 R, B B

441 mov  rl,#0x08000001f @ELED3, fy[3:2:1:0]=1000

412 str - r1,[re] @EEGPBS I, 2(10:01=0b01

443 ///1/11111111111/6P10_DAT

444 ldr  ro,=0x48032194 @rofHGPBOATH 7. HAFE

a5 OFFTIR/BRBE3 NS N

446 mov  rl,#0x080000014 @H{EMA0x00000020, A2[3:2:1:01=0111

447 CTLLLED1ER -
48 strr1,[re] @GPBSHiH0, LED3A3E [ ‘
489 /111110111 1011111111011 000 110001100 110001100111001111111

450 mov  re,r4 -
451 mov  ri,rs

452 /1111011111111 11101101100 11101111011

453 mov e, ro

454 mcr  pls, 0, re, cl, @, 0 @ write control reg

455 mrc  pls, 0, r3, o, <@, O @ read id reg

456

457 mov 3, r3

458 mov  r3, r13

150 mov_ nc r3 M





