
[C674X_0] SF: Got idcode ff ff ff 16
SF: Detected W25X16 with page size 256, total 2097152 bytes
Flash page size: 256 bytes
Flash sector size: 4096 bytes
Starting SPIWriter.
Enter the image type (one of "dspais" "armubl" "uboot" "other")
dspais
Enter the File Name
E:\ais\led111.bin
Erasing flash at byte offset: 0, byte length: 0
SE: cmd = { 0xd8 0x000000 }
SE: cmd = { 0xd8 0x001000 }
SF: Winbond: Successfully erased 8192 bytes @ 0x0
Writing flash at page offset: 0, number of pages: 17
Reading verifying the file.. Files matched 
[image: image1.png]R Alsgen for D30OK0OS

File  Help
son 1 PLL Settings
Boot mode Mtiplier: 25 WD 600.C M
Clock Soarce swe  FoSTIV 2 o o me
) DIV3 divider: 3 BNTFA 100.C WHr [ Use 4.5 divider
(] Configure BATFA SIRAN DIV divider: 3 ENFB 133E M se 4.5 divider
Confiure. ENTFD SDRAN DIVT divider: 6 EMC 500 M

] Configure LESC

BNIFE SIRM Sattings
(] Confi ure PN

sucre: oxoonicezt
] Enable CEC
sotmnt Oxazsizaln
sone: Ox7o0s0005
ST Speed ERE s
somre ox00000410

Sequential Read

0,1,2,5,4568810,11,12,13

1,2,3,4,5,8,7,8,9,10,11, 12, 13,16, 17,20,21,24,2]

Oxiiiizies Ot oxzzzzz2l Oxzizesee
Ot Ot Oxii1e2222 Ot
Ot Ot Ot Oxo0100111
Ot oztizaiil o221t Ot
Ot Oxlioiiiiz Oxaezzzzz Cx00000001

Application: “F:\workspace\DSP\CST4TACORE_LED\Debug\CORE_LED. out”

AIS File
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[image: image2.png]¥ Properties for CORE |

[ype fiker text

4 CCS Build
 C6000 Compiler
6000 Linker
6000 Hex Utilty [Disabled]
b C/C++ Build
b C/C++ General

CCS General R

Configuration: [Debug [Active]

© Main
Device
Family: 6000
Variants  <select or type fiter text ~ [Generic c674x Device =
Connection: =] tepplies to whole project)

[JManage the project’s target-configuration automatically

Advanced settings

Compiler version: (mv7a8 - [ More..
Output type: [Beatabe ]

Output format: [eabi €L -]

Device endianness:  [litle -]

Linker command file: - [e

(@  Hide advanced settings.

Runtime support ibrary: <automatic Bl
[ Concel

oK
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[image: image4.png]7.2 Manufacturer and Device Identification

MANUFACTURER ID (MF7 - MF0)

Winbond Serial Flash EFh

Device ID (ID7 - 1D0) (ID15 - 1D0)
Instruction ABh, 90h, 92h, 94h 9Fh
W25Q64FV (SPI) 16h 4017h
W25Q64FV (QPI) 16h 6017h






