第一次：
CortxA8: Output: ****  AM3358_SK Initialization is in progress .......... 
CortxA8: Output: ****  AM335x ALL PLL Config for OPP == OPP100 is in progress ......... 
CortxA8: Output: Input Clock Read from SYSBOOT[15:14]:  24MHz
CortxA8: Output: ****  Going to Bypass... 
CortxA8: Output: ****  Bypassed, changing values... 
CortxA8: Output: ****  Locking ARM PLL
CortxA8: Output: ****  Core Bypassed
CortxA8: Output: ****  Now locking Core...
CortxA8: Output: ****  Core locked
CortxA8: Output: ****  DDR DPLL Bypassed
CortxA8: Output: ****  DDR DPLL Locked
CortxA8: Output: ****  PER DPLL Bypassed
CortxA8: Output: ****  PER DPLL Locked
CortxA8: Output: ****  DISP PLL Config is in progress .......... 
CortxA8: Output: ****  DISP PLL Config is DONE .......... 
CortxA8: Output: ****  AM335x ALL ADPLL Config for OPP == OPP100 is Done ......... 
CortxA8: Output: ****  AM335x DDR3 EMIF and PHY configuration is in progress... 
CortxA8: Output: EMIF PRCM is in progress ....... 
CortxA8: Output: EMIF PRCM Done 
CortxA8: Output: DDR PHY Configuration in progress 
CortxA8: Output: Waiting for VTP Ready ....... 
CortxA8: Output: VTP is Ready! 
CortxA8: Output: DDR PHY CMD0 Register configuration is in progress ....... 
CortxA8: Trouble Writing Memory Block at 0x44e1202c on Page 0 of Length 0x4: (Error -1141 @ 0x3D58) Device is not responding to the request. Reset the device, and retry the operation. If error persists, confirm configuration, power-cycle the board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 
CortxA8: GEL: Error while executing OnTargetConnect(): Target failed to write 0x44E1202C 	at *((unsigned int *) ((0x02C+0x44E12000)+(i*0x34)))=(unsigned int) 0x1 [AM3358_StarterKit.gel:282] 	at PHY_Config_CMD() [AM3358_StarterKit.gel:756] 	at DDR3_EMIF_Config() [AM3358_StarterKit.gel:371] 	at AM3358_SK_Initialization() [AM3358_StarterKit.gel:356] 	at OnTargetConnect() .
CortxA8: Trouble Reading Register CP15_Registers_CP15_CONTROL_REGISTER: (Error -1141 @ 0x3D58) Device is not responding to the request. Reset the device, and retry the operation. If error persists, confirm configuration, power-cycle the board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 

第二次：
CortxA8: Output: ****  AM3358_SK Initialization is in progress .......... 
CortxA8: Output: ****  AM335x ALL PLL Config for OPP == OPP100 is in progress ......... 
CortxA8: Output: Input Clock Read from SYSBOOT[15:14]:  24MHz
CortxA8: Output: ****  Going to Bypass... 
CortxA8: Output: ****  Bypassed, changing values... 
CortxA8: Output: ****  Locking ARM PLL
CortxA8: Trouble Reading Memory Block at 0x44e00420 on Page 0 of Length 0x4: (Error -1205 @ 0x44E00420) Device memory bus has an error and may be hung. Verify that the memory address is in valid memory. If error persists, confirm configuration, power-cycle board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 
CortxA8: GEL: Error while executing OnTargetConnect(): Target failed to read 0x44E00420 	at (*((unsigned int *) (0x44E00000+0x420))&0x101) [AM3358_StarterKit.gel:501] 	at MPU_PLL_Config(CLKIN, 23, 550, 1) [AM3358_StarterKit.gel:453] 	at ARM_OPP100_Config() [AM3358_StarterKit.gel:370] 	at AM3358_SK_Initialization() [AM3358_StarterKit.gel:356] 	at OnTargetConnect() .
CortxA8: Trouble Reading Register CP15_Registers_CP15_CONTROL_REGISTER: (Error -1141 @ 0x3D58) Device is not responding to the request. Reset the device, and retry the operation. If error persists, confirm configuration, power-cycle the board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 

第三次：
CortxA8: Output: ****  AM3358_SK Initialization is in progress .......... 
CortxA8: Output: ****  AM335x ALL PLL Config for OPP == OPP100 is in progress ......... 
CortxA8: Output: Input Clock Read from SYSBOOT[15:14]:  24MHz
CortxA8: Output: ****  Going to Bypass... 
CortxA8: Output: ****  Bypassed, changing values... 
CortxA8: Output: ****  Locking ARM PLL
CortxA8: Output: ****  Core Bypassed
CortxA8: Output: ****  Now locking Core...
CortxA8: Output: ****  Core locked
CortxA8: Output: ****  DDR DPLL Bypassed
CortxA8: Output: ****  DDR DPLL Locked
CortxA8: Output: ****  PER DPLL Bypassed
CortxA8: Output: ****  PER DPLL Locked
CortxA8: Output: ****  DISP PLL Config is in progress .......... 
CortxA8: Output: ****  DISP PLL Config is DONE .......... 
CortxA8: Output: ****  AM335x ALL ADPLL Config for OPP == OPP100 is Done ......... 
CortxA8: Output: ****  AM335x DDR3 EMIF and PHY configuration is in progress... 
CortxA8: Trouble Writing Memory Block at 0x44e07130 on Page 0 of Length 0x4: (Error -1141 @ 0x3D58) Device is not responding to the request. Reset the device, and retry the operation. If error persists, confirm configuration, power-cycle the board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 
CortxA8: GEL: Error while executing OnTargetConnect(): Target failed to write 0x44E07130 	at *((unsigned int *) (0x44E07000+0x130))=(unsigned int) 0x0 [AM3358_StarterKit.gel:282] 	at Enable_VTT_Regulator() [AM3358_StarterKit.gel:748] 	at DDR3_EMIF_Config() [AM3358_StarterKit.gel:371] 	at AM3358_SK_Initialization() [AM3358_StarterKit.gel:356] 	at OnTargetConnect() .
CortxA8: Trouble Reading Register CP15_Registers_CP15_CONTROL_REGISTER: (Error -1141 @ 0x3D58) Device is not responding to the request. Reset the device, and retry the operation. If error persists, confirm configuration, power-cycle the board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 


第四次：
CortxA8: Output: ****  AM3358_SK Initialization is in progress .......... 
CortxA8: Output: ****  AM335x ALL PLL Config for OPP == OPP100 is in progress ......... 
CortxA8: Trouble Reading Memory Block at 0x44e10040 on Page 0 of Length 0x4: (Error -1205 @ 0x44E10040) Device memory bus has an error and may be hung. Verify that the memory address is in valid memory. If error persists, confirm configuration, power-cycle board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 
CortxA8: GEL: Error while executing OnTargetConnect(): Target failed to read 0x44E10040 	at (*((unsigned int *) (0x44E10000+0x40))>>22) [AM3358_StarterKit.gel:379] 	at GetInputClockFrequency() [AM3358_StarterKit.gel:450] 	at ARM_OPP100_Config() [AM3358_StarterKit.gel:370] 	at AM3358_SK_Initialization() [AM3358_StarterKit.gel:356] 	at OnTargetConnect() .
[bookmark: _GoBack]CortxA8: Trouble Reading Register CP15_Registers_CP15_CONTROL_REGISTER: (Error -1141 @ 0x3D58) Device is not responding to the request. Reset the device, and retry the operation. If error persists, confirm configuration, power-cycle the board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 

第五次：
CortxA8: Output: ****  AM3358_SK Initialization is in progress .......... 
CortxA8: Output: ****  AM335x ALL PLL Config for OPP == OPP100 is in progress ......... 
CortxA8: Output: Input Clock Read from SYSBOOT[15:14]:  24MHz
CortxA8: Output: ****  Going to Bypass... 
CortxA8: Output: ****  Bypassed, changing values... 
CortxA8: Output: ****  Locking ARM PLL
CortxA8: Output: ****  Core Bypassed
CortxA8: Output: ****  Now locking Core...
CortxA8: Output: ****  Core locked
CortxA8: Output: ****  DDR DPLL Bypassed
CortxA8: Output: ****  DDR DPLL Locked
CortxA8: Output: ****  PER DPLL Bypassed
CortxA8: Output: ****  PER DPLL Locked
CortxA8: Output: ****  DISP PLL Config is in progress .......... 
CortxA8: Output: ****  DISP PLL Config is DONE .......... 
CortxA8: Output: ****  AM335x ALL ADPLL Config for OPP == OPP100 is Done ......... 
CortxA8: Output: ****  AM335x DDR3 EMIF and PHY configuration is in progress... 
CortxA8: Trouble Writing Memory Block at 0x44e07130 on Page 0 of Length 0x4: (Error -1141 @ 0x3D58) Device is not responding to the request. Reset the device, and retry the operation. If error persists, confirm configuration, power-cycle the board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 
CortxA8: GEL: Error while executing OnTargetConnect(): Target failed to write 0x44E07130 	at *((unsigned int *) (0x44E07000+0x130))=(unsigned int) 0x0 [AM3358_StarterKit.gel:282] 	at Enable_VTT_Regulator() [AM3358_StarterKit.gel:748] 	at DDR3_EMIF_Config() [AM3358_StarterKit.gel:371] 	at AM3358_SK_Initialization() [AM3358_StarterKit.gel:356] 	at OnTargetConnect() .
CortxA8: Trouble Reading Register CP15_Registers_CP15_CONTROL_REGISTER: (Error -1141 @ 0x3D58) Device is not responding to the request. Reset the device, and retry the operation. If error persists, confirm configuration, power-cycle the board, and/or try more reliable JTAG settings (e.g. lower TCLK). (Emulation package 5.1.507.0) 

