MSP430FR6972量产死机问题
         一 现象：  4个LED灯全亮或者全熄灭，按钮无反应，32K停振，RST去短地不能重新启动.

        这种情况下只有重新上电才能恢复  

             数量：600只表发现40只，主要是这种不可复位的死机。已经生产了6000只。
         二  发现的三个过程：
1 连接电脑USB-TTL串口，配置参数时，会导致灯全亮等或者可以自动复位，严重时就说死机

2 电路板已经有内部锂电池，在上外部干电池时初始化跑灯中死机
3 正常运行中有内部电池或者内外有电池供电  系统休眠   隔一段时间醒来搜索无线信号（每天搜索几分钟，一共几次），每秒周期性的采集内、外部电池电压（采样时ADC打开，采用完毕ADC关闭，该端口输出0电平）    这种情况下出现灯熄灭或者按钮无反应      死机.
第三种也就是目前没用LM3模式  ，2016年6月勘误表先生建议不用LPM3模式，该模式导致LOCKUP ，勘误表说了的  PWM24这个条目可以查到  ；但用LP2模式还是出现了前面3中情况死机  

附勘误表提示：
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Function Device may enter lockup state during wake-up from LPM3 and LPM4
Description The device may enter a lockup state during an interrupt-triggered wake up from LPM3 or
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LPM4. The device will remain in lockup state, unable to respond o the interrupt or
continue application execution, until a power cycle brings it back to reset state.

LPM3.5 and LPM4.5 are not affected by this behavior.
Workaround 1) Use LPM2 instead of LPM3 or LPMA4. Refer to the device specific datasheet for details

on LPM2 wake up time and power consumption.

OR

2) If the application only uses RTC or GPIO as a wakeup source, use LPM3.5 or LPM4.5
instead. Refer to the device specific datasheet for details on LPM3.5/LPM4.5 wake up
times and power consumption.

Note: When using LPM3.5/LPM4.5, the Compute Through Power Loss (CTPL) utilty
APIs (part of the FRAM software ufilties) can be used to configure device behavior prior
to LPM entry and on wake-up.




