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具具有有时时序序发发生生器器的的用用于于数数码码摄摄像像机机的的电电荷荷耦耦合合元元件件 (CCD) 模模拟拟前前端端
查查询询样样品品: VSP8133

1特特性性
23• CCD 信信号号处处理理 – 支支持持运运动动和和静静止止 CCD 驱驱动动

– 相相关关双双采采样样 (CDS) – 3 个个电电平平驱驱动动器器（（V传传输输））× 10
– 16 位位模模数数转转换换：： – 2 个个电电平平驱驱动动器器（（V传传输输））× 2

– 转转换换速速率率：：50MHz – 2 个个电电平平小小型型驱驱动动器器（（V传传输输））× 4
– 确确保保了了无无丢丢码码 – 3 个个电电平平子子驱驱动动器器（（E快快门门））× 1

• 以以输输入入为为基基准准的的信信噪噪比比 (SNR)：：12dB 增增益益时时为为 – 30Ω 时时为为 6100pF
80dB （（除除了了 2 个个电电平平小小型型驱驱动动器器））

• 可可编编程程和和快快速速黑黑电电平平钳钳位位 • 灵灵活活的的电电压压操操作作：：

• 可可编编程程增增益益放放大大器器 (PGA)：： – AVDD30：：2.7V 至至 3.6V
0dB 至至 +51.15dB – IOVDD30：：1.8V 至至 3.0V
– 模模拟拟增增益益：：0dB 至至 +18dB – RGVDD30：：2.7V 至至 3.6V
– 数数字字增增益益：：0dB 至至 +33.15dB – HVDD30：：2.7V 至至 3.6V
– 额额外外 CDS 增增益益：：+3.5dB – VL：：-5.0V 至至 -8.0V

• 时时序序发发生生器器：： – VM：：接接地地 (GND)
– 具具有有 – VH：：11V 至至 15V

串串行行 I/O 的的完完全全可可编编程程 V额额定定时时序序 • 低低功功率率耗耗散散：：
– 缺缺省省时时序序支支持持标标准准运运行行 – 运运行行：：2.7V (40MHz) 时时为为 100mW
– 灵灵活活的的 V额额定定引引脚脚分分配配 – 待待机机模模式式 1：：1.8mW
– HD 和和 VD 主主控控或或受受控控模模式式 – 待待机机模模式式 2：：2mW
– 灵灵活活的的低低解解析析或或像像素素求求和和操操作作 • 四四方方扁扁平平无无引引线线 (QFN)64 封封装装
– 支支持持的的时时序序范范围围：：

32767 个个像像素素 × 8191 行行 说说明明
– 数数据据帧帧存存储储器器深深度度：：32 VSP8133 是一款用于电荷耦合元件 (CCD) 信号处理的

• RG 和和 H驱驱动动器器：： 完整、混合信号器件，此器件具有一个内置的 CCD 时
– 可可编编程程驱驱动动性性控控制制 序发生器和一个模数转换器 (ADC)。 模拟前端 (AFE)
– 两两相相位位 H模模式式的的 IOVDD30 和和 HVDD30 子子着着重重号号 CCD 通道具有相关双采样来从 CCD 输出信号内提取
– 复复位位栅栅极极驱驱动动器器和和 HL 驱驱动动器器 图像信息。 信号路径具有介于 0dB 至

• CCD 水水平平高高速速时时钟钟相相位位控控制制：： +51.15dB 范围内的增益。 黑电平钳位电路可在增益变
– 细细微微步步长长：：50MHz 时时为为 0.2ns 化后实现精确的黑基准电平以及快速的黑电平恢复。
– DLL 范范围围 还提供了一个输出信号钳位。 此系统将主时钟、水平

(H1，，H2，，HL，，RG，，MCKOUT，，SHP，，SHD) 驱动器 (HD) 和垂直驱动器 (VD) 同步。 VSP8133 支
：：采采用用 1/100th 步步长长的的全全范范围围 MCLK

持 CCD 所要求的全部信号端子。 为了实现理想性
• 垂垂直直 CCD 驱驱动动器器：：

能，RG 驱动器和 H驱动器信息将 ADC 时钟相位同步。
– 带带有有子子驱驱动动器器的的 16 通通道道 V驱驱动动器器
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This integrated circuit can be damaged by ESD. Texas Instruments recommends that all integrated circuits be handled with
appropriate precautions. Failure to observe proper handling and installation procedures can cause damage.

ESD damage can range from subtle performance degradation to complete device failure. Precision integrated circuits may be more
susceptible to damage because very small parametric changes could cause the device not to meet its published specifications.

PACKAGE/ORDERING INFORMATION (1)

SPECIFIED
PACKAGE TEMPERATURE

PRODUCT PACKAGE-LEAD DESIGNATOR RANGE

VSP8133 QFN-64 RSK 0°C to +85°C

(1) For the most current package and ordering information, see the Package Option Addendum at the end of this document, or visit the
device product folder at www.ti.com.

RELATED DOCUMENTS
PRODUCT LITERATURE NUMBER

VSP8133 User Reference Manual SLEU107

ABSOLUTE MAXIMUM RATINGS (1)

Over operating free-air temperature range, unless otherwise noted.

PARAMETER VALUE UNIT

AVDD30, IOVDD30, HVDD30, –0.3 to +4.0 VRGVDD30
Supply voltage VL GND to –10 V

VH VL + 26 V

AVSS, IOVSS30, HVSS30, HLVSS,Ground voltage differences ±0.1 VRGVSS30

Digital input voltage –0.3 to (IOVDD30 + 0.3) V

Analog input voltage –0.3 to (AVDD30 + 0.3) V

Input current (all pins except supplies) ±10 mA

Ambient temperature under bias –25 to +85 °C

Storage temperature –55 to +125 °C

Junction temperature +150 °C

Package temperature (IR reflow, peak) +250 °C

(1) Stresses beyond those listed under Absolute Maximum Ratings may cause permanent damage to the device. These are stress ratings
only, and do not imply functional operation of the device at these or any other conditions beyond those indicated under Recommended
Operating Conditions. Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability.
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RECOMMENDED OPERATING CONDITIONS
Over operating free-air temperature range, unless otherwise noted.

PARAMETER MIN TYP MAX UNIT

Analog supply voltage AVDD30 2.7 3.0 3.6 V

Digital supply voltage IOVDD30 1.5 3.6 V

HVDD30, HLVDD30 2.7 3.0 3.6 V

RGVDD30 2.7 3.0 3.6 V

IOVDD30 – 1.7 V ≤ VL + 10 V VL IOVDD30 – 1.7 V
VMSUB

Driver supply voltage IOVDD30 – 1.7 V > VL + 10 V VL VL + 10 V

VL –9.0 –5.0 V

VH 11.5 15.5 V

VM GND V

Digital input logic family CMOS V

MCK 9 50 MHz
Digital input clock frequency

SCLK 20 MHz

Operating free-air temperature TA 0 +85 °C

THERMAL INFORMATION
VSP8133

THERMAL METRIC (1) RSK (QFN) UNITS

64 PINS

θJA Junction-to-ambient thermal resistance 27.3

θJCtop Junction-to-case (top) thermal resistance 13.8

θJB Junction-to-board thermal resistance 5.9
°C/W

ψJT Junction-to-top characterization parameter 0.2

ψJB Junction-to-board characterization parameter 5.9

θJCbot Junction-to-case (bottom) thermal resistance 1.5

(1) 有关传统和新的热 度量的更多信息，请参阅IC 封装热度量应用报告， SPRA953。
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ELECTRICAL CHARACTERISTICS
All specifications are at TA = +25°C, AVDD30 = IOVDD30 = 3.0 V, and conversion rate = 40 MHz, unless otherwise noted.

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

RESOLUTION

Output resolution 12 Bits

CONVERSION AND CLOCK RATE

Conversion and clock rate 9 40 50 MHz

ANALOG INPUT (CCDIN)

Input signal level for full-scale Gain = 0 dB 1000 mVout

Input capacitance 6 pF

TRANSFER CHARACTERISTICS

DNL Differential nonlinearity Gain = 0 dB ±0.5 LSB

Gain = 0 dB, full-scale input ±3 LSB

INL Integral nonlinearity Gain = 0 dB, 50-mV input ±0.5 LSB

Gain = 12 dB, 50-mV input ±1.0 LSB

No missing codes Ensured

Step response settling time Full-scale step, settle to 1% of step 1 Pixel

Overload recovery time 1.4-V step, settle to 1% of step 2 Pixels

Data latency 10 Clocks

Grounded input capacitor, gain = 12 dB, 74.3 dBIOVDD = 1.8 V, OB pedestal = 248RTI signal-to-noise ratio (1)

Grounded input capacitor, gain = 0 dB 72.4 dB

CCD offset correction range ±150 mV

INPUT CLAMP

Clamp on-resistance 0.4 kΩ
Input clamp voltage 2.2 V

PROGRAMMABLE GAIN (CDS)

Total programmable gain range 51.15 dB

Analog gain range 18 dB

Digital gain range 33.15 dB

Gain control error 0.05 dB

Gain step 0.05 dB

Additional CDS gain +3.5 dB

OPTICAL BLACK CLAMP LOOP

Programmable range 64 319 LSB
Optical black clamp level

Program step 0.5 LSB

DIGITAL INPUTS

Logic family CMOS

Input voltage (Schmitt trigger), Low-to-high threshold voltage atVT+ 1.2 Vpositive IOVDD30 = 3 V

Input voltage (Schmitt trigger), High-to-low threshold voltage atVT– 1.0 Vnegative IOVDD30 = 3 V

Input capacitance 5 pF

Input leakage current high Logic high 50 μA

Input leakage current low Logic low 50 μA

(1) RTI (referred to input) SNR = 20 log (output full-scale/output code rms noise) + gain in dB.

4 Copyright © 2011–2013, Texas Instruments Incorporated
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ELECTRICAL CHARACTERISTICS (continued)
All specifications are at TA = +25°C, AVDD30 = IOVDD30 = 3.0 V, and conversion rate = 40 MHz, unless otherwise noted.

PARAMETER TEST CONDITIONS MIN TYP MAX UNIT

DIGITAL OUTPUTS

Logic family CMOS

Logic coding Straight binary

VOH Output voltage, high Logic high 2.4 V

VOL Output voltage, low Logic low 0.4 V

HDRIVER OUTPUTS (OUTPUT VOLTAGE)

VOH RG output voltage, high IOH = 5 mA (0.85)(RGVDD30) V

VOL RG output voltage, low IOL = 5 mA (0.15)(RGVDD30) V

VOH HL output voltage, high IOH = 5 mA (0.85)(HVDD30) V

VOL HL output voltage, low IOL = 5 mA (0.15)(HVDD30) V

VOH H1, H2 output voltage, high IOH = 30 mA (0.85)(HVDD30) V

VOL H1, H2 output voltage, low IOL = 30 mA (0.15)(HVDD30) V

TG OUTPUTS (OUTPUT VOLTAGE)

VOH HD, VD output voltage, high IOH = 3 mA (0.85)(IOVDD30) V

VOL HD, VD output voltage, low IOL = 3 mA (0.15)(IOVDD30) V

VDRIVER (OUTPUT VOLTAGE)

VNUMBER outputVOH 3-state IOH = 9 mA 14.5 Vvoltage, high

3-state IOL = –9 mA –7 V

2-stateVNUMBER output IOL = –9 mA –7 VVOL largevoltage, low
2-state IOL = –0.5 mA –7 Vsmall

3-state ICM = ±5 mA ±0.2 V

2-stateVNUMBER common- ICM = 5 mA –0.2 VVCM largemode voltage
2-state ICM = 0.5 mA –0.2 Vsmall

VSUB voltageVOH 3-state IOH = 9 mA 14.5 Voutput, high

VSUB common-VCM 3-state ICM = ±5 mA ±0.2 Vmode voltage

VSUB voltageVOL 3-state IOL = –9 mA –7 Voutput, low

POWER SUPPLY

AFE, 140 mWlogic

Normal operation mode:IO 5 mW
without CCD load,HDRIVER 10 mWAVDD30 = 2.7 V, IOVDD30 = 1.8 VPower dissipationVDRIVER 10 mW

Total 165 mW

Standby mode 1 8 mW
Standby

Standby mode 2 2 mW

TEMPERATURE RANGE

Operating temperature 0 +85 °C
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PARAMETER MEASUREMENT INFORMATION

TIMING REQUIREMENTS

High-Speed Pulse Timing Specification

NOTE: The SHP, SHD, CLPOB, and CLPDM signals are available as monitor signals. Refer to SLEU107 for enabling this mode and for
polarity details.

Figure 1. High-Speed Timing Diagram

6 Copyright © 2011–2013, Texas Instruments Incorporated
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Table 1. Timing Characteristics for Figure 1

PARAMETER MIN TYP MAX UNIT

tCKP MCK clock period 22 48 ns

tXMCKD XIN to MCK delay, XTALEN low 1 ns

tXMCKD XIN to MCK delay, XTALEN high 1 ns

tRGR MCK rising edge to RG rising edge (1) tCKP / 100 0 99 tCKP / 100 ns

tH1R MCK rising edge to RG falling edge (1) tCKP / 100 24 tCKP / 100 99 tCKP / 100 ns

tH2R MCK rising edge to H1 rising edge (1) tCKP / 100 0 99 tCKP / 100 ns

tLHR MCK rising edge to H1 falling edge (1) tCKP / 100 48 tCKP / 100 99 tCKP / 100 ns

tH1F MCK rising edge to H2 rising edge (1) tCKP / 100 48 tCKP / 100 99 tCKP / 100 ns

tH2F MCK rising edge to H2 falling edge (1) tCKP / 100 0 99 tCKP / 100 ns

tLHR MCK rising edge to HL rising edge (1) tCKP / 100 0 99 tCKP / 100 ns

tLHF MCK rising edge to HL falling edge (1) tCKP / 100 48 tCKP / 100 99 tCKP / 100 ns

tPF MCK rising edge to SHP falling edge (1) tCKP / 100 48 tCKP / 100 99 tCKP / 100 ns

tPR MCK rising edge to SHP rising edge (1) tCKP / 100 24 tCKP / 100 99 tCKP / 100 ns

tDF MCK rising edge to SHD falling edge (1) tCKP / 100 0 99 tCKP / 100 ns

tDR MCK rising edge to SHD rising edge (1) tCKP / 100 76 tCKP / 100 99 tCKP / 100 ns

tPD SHP to SHD spacing tCKP / 4 ns

tDP SHD to SHP spacing tCKP / 4 ns

tPW SHP width 0 99 ns

tDW SHD width 0 99 %

tPMDLY SHP sampling point to monitoring point –0.7 0 0.7 ns

tDMDLY SHD sampling point to monitoring point –0.7 0 0.7 ns

DL Data latency 8 tCKP cycles

(1) Pulse phase can be programmed through the serial interface. Refer to SLEU107 for details.
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Serial Interface Timing Specification

The serial interface has two writing modes: standard and continuous write. These modes are shown in Figure 2
and Figure 3, respectively.

Figure 2. Standard Mode Timing

Figure 3. Continuous Write Mode Timing

Table 2. Timing Characteristics for Figure 2 and Figure 3

PARAMETER MIN TYP MAX UNIT

tSCKP Clock period 50 ns

tSCKH Clock high pulse width 25 ns

tSCKL Clock low pulse width 25 ns

tDS Data setup time 15 ns

tDH Data hold time 15 ns

tXS CS to SCLK setup time 20 ns

tXH SCLK to CS hold time 20 ns

tXHS CS width 20 ns

The data shift operation latches data at the SCLK rising edges while CS is low. Parallel latch timing for each
mode is the end of MSB data.

In addition to the parallel latch, there are several registers dedicated to the specific features of the devices; these
registers are synchronized with MCK. Fewer than 10 clock cycles are required for the data in the parallel latch to
be written to these registers. Therefore, to complete data updates, less than 10 clock cycles are required after
parallel latching.

8 Copyright © 2011–2013, Texas Instruments Incorporated
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Slave Mode: VD, HD Timing Relationship

The VD and HD phase slave mode timing relationship is specified in Figure 4.

Figure 4. VD, HD Slave Mode Timing Relationship Diagram

Table 3. Timing Characteristics for Figure 4 (1)

PARAMETER MIN TYP MAX UNIT

XIN to DCLK delay 6 ns

THVS VD, HD setup time 0 ns

THVH VD, HD hold time 6 ns

VD, HD to pixel counter reset 17 τ (MCK cycles)

(1) These specifications are valid when MCKPOL (register 80h, bit 8) = 0.

Copyright © 2011–2013, Texas Instruments Incorporated 9

http://www.ti.com.cn/product/cn/vsp8133?qgpn=vsp8133
http://www.ti.com.cn


THVdelay

XIN

VD

HD

THVdelay

THVdelay

THVdelay

VSP8133

ZHCS186A –JUNE 2011–REVISED MAY 2013 www.ti.com.cn

Master Mode: VD, HD Timing Relationship

The VD and HD phase master mode timing relationship is specified in Figure 5.

Figure 5. VD, HD Master Mode Timing Relationship Diagram

Table 4. Timing Characteristics for Figure 5 (1)

PARAMETER MIN TYP MAX UNIT

XIN to DCLK delay 6 ns

THVDELAY XIN to VD, HD delay 3.40 14.66 ns

VD, HD to pixel counter reset 17 τ (MCK cycles)

(1) These specifications are valid when MCKPOL (register 80h, bit 8) = 0.

10 Copyright © 2011–2013, Texas Instruments Incorporated
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EQUIVALENT CIRCUITS

HDRIVER Load Model

Figure 6 shows the H1 and H2 high-speed driver and load model.

Figure 6. HDRIVER and Load Model

RGDRIVER Load Model

Figure 7 shows the RG high-speed driver and load model.

Figure 7. RGDRIVER and Load Model
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HLDRIVER Load Model

Figure 8 shows the HL high-speed driver and load model.

Figure 8. HLDRIVER and Load Model

RDDRIVER, HLDRIVER, AND HDRIVER DRIVING CURRENT SPECIFICATION

Table 5 lists the RDDRIVER, HLDRIVER, and HDRIVER driving current specifications.

Table 5. Driving Current Specification

STRENGTH REGISTER RG, HL (Each in mA at 3.3 V) H1, H2 (Each in mA at 3.3 V)

Hi-Z 0 0

1x 2 8

2x 4 16

3x 6 24

4x 8 32

5x 10 40

6x 12 48

7x 14 56

12 Copyright © 2011–2013, Texas Instruments Incorporated
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POWER-ON, POWER-OFF SEQUENCE

If any of the power sources are not supplied, the device may not function properly. The power-on and power-off
sequences must be as shown in Figure 9 and Figure 10. Otherwise, the device may malfunction or even be
irreversibly damaged.

Figure 9. Power-On Sequence Example

Figure 10. Power-Off Sequence Example
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PIN CONFIGURATION

RSK PACKAGE
QFN-64

(TOP VIEW)

NOTE: NC = no connection.
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Table 6. PIN DESCRIPTIONS

PIN
NUMBER PIN NAME TYPE (1) DESCRIPTION

1 IOVSS30 G Ground

2 H2 HDO Horizontal drive output

3 H1 HDO Horizontal drive output

4 HVSS30 G Ground

5 HVDD30 P Supply for H1 and H2 drivers

6 HL DO HL horizontal drive output

7 RGVDD30 P Supply for RG and HL driver

8 RG DO Reset gate drive output

9 RGVSS30 G Ground

Frame synchronization pulse
10 VD DIO Input = slave mode (default mode = pull-down)

Output = master mode

11 Q0 DIO Connect to test pad

Line synchronization pulse
12 HD DIO Input = slave mode (default mode = pull-down)

Output = master mode

13 Q1 DIO Connect to test pad

14 Q2 DIO Connect to test pad

15 Q3 DIO Connect to test pad

16 SEN DI Serial port interface enable (active low)

17 SCLK DI Serial port interface clock

18 SDATA DI Serial port interface data

19 DCLK DO Data clock output for latching data

20 NC — No connection

21 D11 DO Data output bit 11

22 D10 DO Data output bit 10

23 D9 DO Data output bit 9

24 D8 DO Data output bit 8

25 D6 DO Data output bit 6

26 D7 DO Data output bit 7

27 D5 DO Data output bit 5

28 D4 DO Data output bit 4

29 D1 DO Data output bit 1

30 D3 DO Data output bit 3

31 D2 DO Data output bit 2

32 D0 DO Data output bit 0

33 VSUB VDO VDRIVER SUB output

34 VM P Supply for VSUB middle level

35 V0 VDO VDRIVER output (three level)

36 V1 VDO VDRIVER output (three level)

37 V3 VDO VDRIVER output (three level)

38 V5 VDO VDRIVER output (three level)

39 V6 VDO VDRIVER output (three level)

40 V29 VDO VDRIVER output (two level, small)

41 V28 VDO VDRIVER output (two level, small)

42 V27 VDO VDRIVER output (two level, small)

(1) Designators by type: AI = analog input; AO = analog output; DI = digital input; DO = digital output; G = ground; HDO = HDRIVER output; P
= power supply; and VDO = VDRIVER output.
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Table 6. PIN DESCRIPTIONS (continued)

PIN
NUMBER PIN NAME TYPE (1) DESCRIPTION

43 VM1 P Supply for VDRIVER output, middle level

44 VH P Supply for VDRIVER, high level

45 VL P Supply for VDRIVER output, low level

46 VM2 P Supply for VDRIVER output, middle level

47 V26 VDO VDRIVER output (two level, small)

48 V7 VDO VDRIVER output (three level)

49 V8 VDO VDRIVER output (three level)

50 V9 VDO VDRIVER output (three level)

51 V10 VDO VDRIVER output (three level)

52 V11 VDO VDRIVER output (three level)

53 V16 VDO VDRIVER output (two level, small)

54 V17 VDO VDRIVER output (two level, small)

55 AVDD P Analog supply

56 CCDREF AI CCD ground reference; decouple to ground with a 0.1-µF capacitor close to the device

57 CCDIN AI CCD signal input; couple with a 0.1-µF capacitor

58 REFN AO ADC low reference voltage; decouple to ground with a 0.1-µF capacitor close to the device

59 REFP AO ADC high reference voltage; decouple to ground with a 0.1-µF capacitor close to the device

60 NC — No connection

61 AVSS G Ground

62 XIN AI, DI Crystal oscillator and external clock input

63 XOUT AO Crystal oscillator inverter output

64 IOVDD30 P I/O supply
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FUNCTIONAL BLOCK DIAGRAM
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COMMON SECTION

The device includes an analog front-end (AFE) section, timing generator (TG) section, and VDRIVER, which are
each explained later in this document. The primary functionality of this device is:
• Serial interface ( SPI™) for programming,
• Control of register update timing,
• System reset via function pin or software,
• Crystal input support, and
• 8-bit general-purpose digital-to-analog converter (GP DAC).

Each setting of the AFE and timing generator (TG) is programmed with a serial interface (SPI). Some register
settings are stored in the buffer through the SPI. This configuration is activated by a defined timing. For example,
some areas of the register are activated at the VD active edge. A system reset function is supported by a
function pin or register. For MCK, both external MCK and crystal input methods are supported. The GP DAC can
be used as an external circuit. Figure 11 shows a block diagram of the Common section.

Figure 11. Common Section Block Diagram

SERIAL INTERFACE (SPI) FOR PROGRAMMING

The functions and timings are controlled through the serial interface, which consists of three signals: SDATA,
SCLK, and CS for writing and a fourth signal (SOUT) for reading. SDATA data are sequentially stored to the shift
register at the SCLK rising edge. Before a write operation, CS must go low and remain low during writing. Refer
to the Serial Interface Timing Specification for further details.

The serial interface command is composed of an 8-bit addressing ID, a 16-bit address, and 24-bit data. Reserved
registers cannot be written to. Most importantly, addresses FEh and FFh are reserved to prevent confusion in the
addressing ID. The SPI has two sequence modes: standard mode and continuous mode. Table 7 shows the SPI
mode matrix.

Table 7. SPI Mode For Accessible Areas

READ/WRITE ADDRESSING ID (8-Bit) SEQUENCE MODE ACCESS AREA

Standard
Write FEh

Continuous
Register and memory

Standard
Read FFh

Continuous
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Standard Write Mode

Normally, one serial interface command is sent by one addressing ID, address, and data combination. The 16-bit
address should be sent LSB first; the following 24-bit data should also sent LSB first. Data are stored in the
respective register by the address. If data do not equal 24 bits at the end of the data stream, any empty data bits
are discarded. The addressing ID value is fixed as FEh. Figure 12 shows the SPI standard write mode timing.

Figure 12. SPI Standard Write Mode for Register and Memory

Continuous Write Mode

This device also supports a continuous write mode, as shown in Figure 13. When the input serial data are longer
than one set of instructions, the following data stream is automatically recognized as the data of the next
address.

Figure 13. SPI Continuous Write Mode for Register and Memory
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AFE (ANALOG FRONT-END) SECTION

The VSP8133 is a complete mixed-signal device that contains all key features associated with the processing of
the CCD imager output signal in a video camera, digital still camera, security camera, or other similar
applications. A simplified block diagram of the AFE section is shown in Figure 14. The AFE section includes:
• Correlated double sampler (CDS),
• Programmable gain amplifier (PGA),
• Input clamp,
• Analog-to-digital converter (ADC),
• Optical black (OB) level clamp loop,
• Timing control,
• Internal reference voltage generator, and
• Hot pixel rejection.

An off-chip emitter follower buffer is recommended to be placed between the CCD output and the VSP8133
CCDIN input. The serial interface controls PGA gain, clock polarity setting, and operating mode.

Figure 14. AFE Section Block Diagram
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TIMING GENERATOR (TG) SECTION

This device supports variable CCD timing. For horizontal and vertical sequences, full programming is available.
The TG section has the following major functionality:
• Programmable horizontal pattern,
• Programmable vertical pattern,
• Programmable VCCD high-speed transfer pattern,
• Electrical zoom function,
• Sync signal selectable (master or slave),
• Programmable electrical shutter,
• Frame mode control via trigger,
• Waiting mode via trigger,
• Pixel summing operation,
• Adjustable high-speed pulse (HDRIVER and AFE control),
• Selectable HDRIVER power,
• Auto frame change mode, and
• Monitor out for internal signal.

VA, which is a programmable vertical sequence, supports a 32-frame mode. HA, which is a programmable
horizontal sequence, has enough memory area for motion picture mode. HS, which is a programmable vertical
high-speed transfer, can be used for electrical zooming or as a vibration canceller. The high-speed signal
generator that controls the HDRIVER signals can be adjusted in 100 fine steps for falling and rising signal timing.
Similarly, AFE sampling signals can be adjusted in 100 fine steps for falling and rising signal timing. A simplified
block diagram is shown in Figure 15.

Figure 15. TG Section Block Diagram
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VDRIVER SECTION

VSUB 3-Level Output

Table 8 describes the 3-level output of VSUB.

Table 8. VSUB 3-Level Output

INPUT (TG OUTPUT) OUTPUT (DEVICE PIN OUTPUT)

SIGNAL NAME SIGNAL NAME DRIVE CAPABILITY

XSUB XSUBD VSUB 1000 pF through 30 Ω
TRUTH TABLE

XSUB XSUBD LEVEL (1)

Low VH
Low

High Hi-Z

Low VL
High

High VM

(1) VH = high level; Hi-Z = high impedance; VL = low level; and VM = middle level.
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PACKAGING INFORMATION

Orderable Device Status
(1)

Package Type Package
Drawing

Pins Package
Qty

Eco Plan
(2)

Lead/Ball Finish MSL Peak Temp
(3)

Op Temp (°C) Device Marking
(4/5)

Samples

VSP8133RSKR ACTIVE QFN RSK 64 2000 Green (RoHS
& no Sb/Br)

CU NIPDAU Level-3-260C-168 HR 0 to 85 VSP8133

 
(1) The marketing status values are defined as follows:
ACTIVE: Product device recommended for new designs.
LIFEBUY: TI has announced that the device will be discontinued, and a lifetime-buy period is in effect.
NRND: Not recommended for new designs. Device is in production to support existing customers, but TI does not recommend using this part in a new design.
PREVIEW: Device has been announced but is not in production. Samples may or may not be available.
OBSOLETE: TI has discontinued the production of the device.

 
(2) Eco Plan - The planned eco-friendly classification: Pb-Free (RoHS), Pb-Free (RoHS Exempt), or Green (RoHS & no Sb/Br) - please check http://www.ti.com/productcontent for the latest availability
information and additional product content details.
TBD:  The Pb-Free/Green conversion plan has not been defined.
Pb-Free (RoHS): TI's terms "Lead-Free" or "Pb-Free" mean semiconductor products that are compatible with the current RoHS requirements for all 6 substances, including the requirement that
lead not exceed 0.1% by weight in homogeneous materials. Where designed to be soldered at high temperatures, TI Pb-Free products are suitable for use in specified lead-free processes.
Pb-Free (RoHS Exempt): This component has a RoHS exemption for either 1) lead-based flip-chip solder bumps used between the die and package, or 2) lead-based  die adhesive used between
the die and leadframe. The component is otherwise considered Pb-Free (RoHS compatible) as defined above.
Green (RoHS & no Sb/Br): TI defines "Green" to mean Pb-Free (RoHS compatible), and free of Bromine (Br)  and Antimony (Sb) based flame retardants (Br or Sb do not exceed 0.1% by weight
in homogeneous material)

 
(3) MSL, Peak Temp. -- The Moisture Sensitivity Level rating according to the JEDEC industry standard classifications, and peak solder temperature.

 
(4) There may be additional marking, which relates to the logo, the lot trace code information, or the environmental category on the device.

 
(5) Multiple Device Markings will be inside parentheses. Only one Device Marking contained in parentheses and separated by a "~" will appear on a device. If a line is indented then it is a continuation
of the previous line and the two combined represent the entire Device Marking for that device.

 
Important Information and Disclaimer:The information provided on this page represents TI's knowledge and belief as of the date that it is provided. TI bases its knowledge and belief on information
provided by third parties, and makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. TI has taken and
continues to take reasonable steps to provide representative and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals.
TI and TI suppliers consider certain information to be proprietary, and thus CAS numbers and other limited information may not be available for release.

 
In no event shall TI's liability arising out of such information exceed the total purchase price of the TI part(s) at issue in this document sold by TI to Customer on an annual basis.
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